
Ozone GVC Hybrid
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Mega Pixel Performance 
on an Analogue Budget

The Ozone GVC offers up to 24 
channels of hybrid CCTV recording. 
Geovision’s advanced video analytics and 
management tools make it both a powerful 
and user friendly security solution.
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Camera Channels Max IP Cameras 8

Max Analogue Input 16

Max Camera Channels 24

Analogue Display Frames 
(Total)

PAL (CIF) 400

PAL (D1) 400

Analogue Recording Frames 
(Total)

PAL (CIF) 100

PAL (D1) 100

Audio Input (IP or Analogue) 24

Video Codec Geo MPEG4, Geo MPEG4 (ASP), Geo H.264, Geo H.264 V2

PAL Resolution (Analogue 
Camera)

320 x 240, 360 x 288, 640 x 480, 640 x 480 De-interlace,		
						    

720 x 576, 720 x 576 De-interlace

Resolution (IP Camera) Depends on IP camera model.

2560x1920 (5M), 2560x1600 (4M), 2048x1536 (3M), 1600x1200 
(2M), 1280x960 (1.3M), 640 x 480, 320 x 240

CPU Intel Core I5 Sandy Bridge

Memory (RAM) 4 GB

Operating System	 Windows 7 Professional 64-BIT

HDD Operating System Drive Intel SSD

Storage 2TB HDD Western Digital RE4

Backup Type DVD-RW, CD-RW, USB, E-SATA, NETWORK BACKUP

Connectors Ethernet 1 x Network Adapter RJ-45, 10/100/1000 Mbps.

VGA Output 2 monitors: Choose from DB-15 VGA Output/DVI-D or HDMI 
Output as standard.	

4 monitors: DVI x 4 (optional)

USB 2.0 Front: 2 Ports

Back: 8 Ports

PTZ Controller via RS-485 ( Built GV-NET)

Remote Access	 TCP/IP, LAN, WAN, Internet, Modem Dial-up (optional), Modem 
to Modem, ISDN, Smart Phones (Iphone, Android, Blackberry, 
Nokia)

Case Description Desktop Case, 3U.

Dimensions (W x D x H) 445mm x 414mm x 140mm / 17.5” x 16.3” x 5.5”

Power Supply 380 watts

Operating Temperature 0 to 45 °C (32 to 133 °F)

Humidity 0 to 80% RH (non condensing)					   
			 

Optional Products GV-IO Box 16 / GV-Data Capture Box Series  / GV-Joystick / GV-
Remote / GV – Keyboard

Ozone GVC Hybrid
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